
4917 BEIGE

4958 PASTEL YELLOW

4918 MEDIUM YELLOW

6989 ANTHRACITE

4902 BLACK    4902-1 BLACK*

4901 WHITE    4901-1 WHITE* 

4954 SAND BEIGE

4919 LEMON YELLOW

4910 YELLOW

6997 LIGHT APRICOT 

4912 GREY
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S T A N D A R D  c o l o u r s

4955 VIOLET

6985 PERI

6986 VIVA MAGENTA

4973 FLAME RED

4929 CORAL 

4961 BABY PINK

4908 RED

4909 BORDEAUX

4914 PURPLE

4962 FUCHSIA

4953 LIGHT BERRY

4915 ORANGE

4951 LIGHT GREY

4968 AQUA GREEN

4965 SKY BLUE

4967 APPLE GREEN

4979 CLASSIC BLUE 

4906 ROYAL BLUE

4952 FROG GREEN 

4905 NAVY BLUE

4904 GREEN

6995 OLIVE

6998 COFFEE

4916 BROWN

4977 MINT

POLI-FLEX® TURBO®  

check the HEX, RGB,  
CMYK, PANTONE and RAL 
colour references

6996 FLAMINGO

4957 CHAMPAGNE

4922 ROSE GOLD

4930 SILVER METALLIC

4920 GOLD METALLIC

4956 BRONZE

4944 NEON RED 

4987 NEON BERRY

4942 NEON ORANGE

4945 NEON DARK PINK 

4943 NEON PINK

4940 NEON YELLOW

4903 NEON BLUE 

4941 NEON GREEN

M E T A L L I C B R I G H T N E O N

4933 BRIGHT LIME

4925 BRIGHT PINK 

4934 BRIGHT YELLOW

4932 BRIGHT VIOLET

4924 BRIGHT COPPER

4931 BRIGHT SILVER

4921 BRIGHT GOLD

4926 BRIGHT RED 

4928 BRIGHT LAVENDER 

4927 BRIGHT BLUE 

NEW

NEW



POLI-FLEX® TURBO®  
POLI-FLEX® Premium
POLI-FLEX® PEARL GLITTER
POLI-FLEX® IMAGE
POLI-FLEX® BLOCKOUT SOFT
TUBITHERM® FLOCK
POLI-FLEX® NYLON
POLI-FLEX® STRETCH
POLI-TAPE® COLOUR UP 
POLI-FLEX® PRINTABLE
TURBO® PRINT
ULTIMATE PRINT              

FOLLOW US !

HEAT TRANSFER VINYLs  
4 every challenge!

POLI-TAPE Klebefolien GmbH

Zeppelinstraße 17
53424 Remagen - GERMANY

Telefon: +49 2642 98 36 0
Fax: +49 2642 98 36 37

E-Mail:  info@poli-tape.de
Internet:  www.poli-tape.de 

Your POLI-TAPE products distributed by

130°C
160°C

5 Sec
3 Sec

60°C
tumble dry  
Dry Cleaning

2,5 -  3,0 bar Warm  
Luke Warm

 500 mm x 25 m
 500 mm x 10 m
1000 mm x 25 m
1524 mm x 25 m

Please find detailed information in the technical data sheet | Detailierte Informationen entnehmen Sie dem technischen Datenblatt
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good Stretch  
properties D22-2292

Hohenstein HTTI


